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X-RAY

AD-4991

Specifications AD-4991-2510 AD-4991-2515

Conveyor width 250 mm

System length 800 mm

Conveyor height 720-860 mm

X-Ray output 100W (50kV_2mA) 150W (50kV_3mA)

Conveyor speed 10 to 45 m/min 10 to 70 m/min

Maximum 
5kg (depends on speed)

conveying capacity

Operation 0 to 35OC / humidity below 85%
temperature/humidity (with no condensation)

Dust/water 
resistance IP66 for inspection room
specifications

Single phase AC100 to 240V (+10%),
Power supply

50/60Hz, D class grounding*1

The maximum About 570VA*2 About 670VA*2
power consumption

Weight About 90kg About 105kg

Display 15 inch touch panel color display

Casing material SUS304

Belt Antifungal/antibacterial Polyurethane compounds

Shilding curtain Tungsten

X-Ray safety Leakage less than 1uSv/h

Modbus TCP / Modbus RTU / RS232C/475
Communication (selectable) / TCP/IP / USB
functions (for Postscript printer, USB memory, 

data storage, image import use)

External input Non - voltage contact input 8 points *3

Number of 
1000 items (10 groups x 100 items)

recorded items

Beam diagram
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Basic X-Ray Principles

Difficult

Easy Difficult

Cannot Be Detected
Hair, Paper, Cloth, Vinyl,
Insects, Wood Chip, Cartilage
*Things that flat in water cannot be detected

X-ray

Metal Detector

Aluminum

Plastic

Hardbone

Glass

SUS Wire, Stone

SUS Aluminum Foil
Fe, SUS

DETECTION OF MD

DETECTION OF XRAY

*1 The cable doesn't come as standard. 
*2 The maximum power consumption when 
     a rejector is connected.
*3 8points can be added with an option.



Check Weigher

CHECK WEIGHER

AD-4961

CHECK WEIGHER

AD-4961-IN

Model AD4961-600-1224 AD4961-2KD-2035 AD4961-6K-3050

Capacity 600gm 500gm / 2000gm (Dual Range) 6000gm

Throughput 400pcs/min 320pcs/min 145pcs/min

Belt speed 15-120mtr/min 15-120mtr/min 10-80mtr/min

0.01g for 500g capacity
Least count 0.01gm 0.1gm

0.1g for 2000g capacity

Accuracy*1 0.08g (3σ) 0.08g/0.18g (3σ) 1gm

Belt width 120mm 200mm 300mm

Conveyor Weighing – 240mm 350mm 500mm
Length Infeed – 360mm

*Customization of system as per customer requirement is possible

Model AD4961-IN-3K-2035 AD4961-IN-15K-4060 AD4961-IN-30K-5070 AD4961-IN-60K-5070

Capacity 3000g 15kg 30kg 60kg

Resolution 0.1g 0.01kg 0.01kg 0.01kg

Conveyor Width 200mm 400mm 500mm 500mm

Conveyor Length 350mm 600mm 700mm 700mm

Conveyor speed 30-70mtr/min 20-40mtr/min

Throughput 150ppm 10 – 30ppm

Weighing sensor Strain gauge Load cell

Power supply Single phase 230VAC

Display 7” colour touch panel

Number of record 1000 records (10 group x 100 numbers)

Communication USB, Ethernet LAN, Modbus TCP/IP, RS232, RS485, Wi-Fi

Input & Output 11 Input & Output available

Display 7 inch touch panel colour display

Number of items 1,000 Products (10 groups x 100 items)

Communication USB | LAN | RS-232 | RS-485 | Modbus

Protection IP-65

Operational -5°c to 40°C
condition Humidity below 85%

Power supply Single phase AC100V-240V(+10% / -15%), 50/60Hz 180VA

User 100 user ID and Password, 4 level

Input & Output 4 Input , 8 Fixed Output

*1 Accuracy depends on installation condition, size & shape of product.
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Metal Detector

METAL DETECTOR

AD-4976

METAL DETECTOR

AD-4971

Model AD-4976-3510 AD-4976-3517

Aperture Size 350(W)x100(H)mm 350(W)x100(H)mm

Pass Height Maximum 80mm Maximum 150mm

Conveyor speed 10 to 50 m/min

Carrying capacity 5Kg (~30m/min) 3Kg (~50m/Min)

Number of 1000 items including product 
recorded items data & Image

Ethernet LAN: Modbus TCP/TCP IP 
(Post Script Printer) Communication
RS485/232C: Modbus RTU/ Serial communication

USB: USB memory (For report storage)

Protection IP66

Material SUS304

4 Input - Non voltage contact
Input/output

6 Fixed Output

*Customisation of conveyor length & system working height is possible

Display 7’’ touch panel colour display

Conveyor speed 10~60m/min

Ethernet LAN: Modbus TCP/TCP IP (Post Script Printer) 

Communication RS485/232C: Modbus RTU/ Serial communication

USB: USB memory (For report storage)

Number of records 1000 items including product data & image

Input Non voltage contact input 4 point  

Output Fixed 8 Relay output

Protection IP 65

Model AD4971-3510 AD4971-3517 AD4971-3525 AD4971-4517 AD4971-4525

Aperture Size 350(W)x100(H)mm 350(W)x170(H)mm 350(W)x250(H)mm 450(W)x170(H)mm 450(W)x250(H)mm

Pass Height 80mm 150mm 230mm 150mm 230mm

6Kg (10~30m/min)Carrying capacity 3Kg (10~30m/min) 2Kg (30~60m/Min)
3Kg (30~60m/Min)



Tablet Metal Detector & De-duster

Aperture size 100mm x 30mm

Naked Sensitivity Fe – 0.3mm I Non Fe – 0.4mm I SUS – 0.5mm

Infeed Height 450mm  - 1250mm

Angle Upto 45°

Temperature -10°C to 40°C

Humidity 30% to 85%, Not Condensing

Power Supply 110-230VAC, 50/60Hz, 20VA (Max – 60VA)

Interface RS-232, LPT1 Port 

Optional Ethernet, WLAN & USB

INPUT 6 Free configurable Input

Output 2 Output

* Sensitivity will depends upon product specification, size, shape & flow of product

De-duster

Weight 80 Kg

Outlet 1040mm – 1170mm

Inlet 750mm – 880mm

Conveying length 5600mm

Number of Helix 10 Nos.

Power Supply 230VAC/50Hz

Maximum current 1 Amp

Air extraction 100 – 250 m3/h

Noise emission at 1mtr distance Below 70dB

Protection IP50

*Customisation of a number of stages possible as required.

Optimum viewing of tablet 
movement with dust-tight window

More or less number of Helix available 
on request (Standard is 10-Helix)

TABLET METAL DETECTOR

ADIN-TMD-cMX-345



Metal Detector

ADIN-QUICKTRON 07 
RH HyQ Clean

Metal separator for the examination of 
free falling bulk materials, fulfilling even 
most stringent hygiene requirements.

Detects all metals encapsulated or as loose parts.

Extremely precise metal detection – impressively reliable.

Immune against outside interference.

Easy to clean – fulfils the highest hygienic demands.

Compact, easily integrated.

METAL DETECTOR

ADIN-METRON 05 CI

Mid-Range tunnel metal detector with integrated control panel 
used for the inspection of packed, bulk or web products.

Detects all metals encapsulated or as loose parts.

High sensitivity in all industrial environments.

User friendly and reliable technology, proven 
for many years.

Used either in quality control or for 
machine protection.

Specifically tailored system solutions with reliable 
conveying technology and selected accessories.

A&D Instruments India Private Limited

A&D Company, Limited, Japan

Branch Offices

509, Udyog Vihar, Phase-V, Gurgaon-122016, Haryana, India
Ph: +91-124-4715505, Fax: +91-124-4715599
Email: info@aanddindia.in Web: www.aanddindia.in

3-23-14 Higashi-Ikebukuro, Toshima-Ku, Tokyo 170-0013 Japan
Ph: 81-3-5391-6132  Web: www.aandd.jp

Kolkata  •  Mumbai  •  Bangalore  •  Chennai  •  Hyderabad
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